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NOTES:
[ Embedment shall be washed shell, gravel, or approved
granular material.
2. Backfill shall be native material, free of debris, compacted
to 80% Standard Proctor Density.
3. Initial backfill shall be unlfarmly graded material (maximum |

size, 3" diameter), placed in 8" lifts and compacted to 90%
Standard Proctor Density.

4. Under paving, the initial backfill and all backfill up to
the pavement subgrade shall be cement stabilized sand (1.5
sacks per cubic vard minimum) compacted to 95% Standard
Proctor Density.

5. Trench shoring, in accordance with OSHA, shall be installed
where reguired.

6. Modified sewer bedding shall be wused in wet ground
conditions for non-cohesive soils with a shear strength less
than 1000 psi.
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Backfill shall be native soil, free of debris, compacted to
80% Standard Proctor Density.

Initial backfill shall be uniformly graded material (maximum
size, 3" diameter), placed in 8" lifts and compacted to 90%
Standard Proctor Density.

Embedment shall be cement stabilized sand (1.5 sacks per
cubic yard) compacted to 95% Standard Proctor Density.

Under paving or within 3' of ravement, the initial backfilil
and all backfill up to the pavement subgrade shall be cement
stabilized sand (1.5 sacks per cubic vard) compacted to 35%
Standard Proctor Density.

Trench shoring, in accordance with 0OSHA, shall be installed
where required.

Soil in the pipe zone shall consist of non-waterbearing,
cohesive soils with a shear strength of 1000 psi or greater.
When wet sand exists in the pipe zone, modified bedding
shall be installed.
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Backfill shall be native soil, free of debris, compacted to
B0% Standard Proctor Density.

Initial backfill shall be uniformly graded material (maximum
size, 3" diameter), placed in 8" 1lifts and compacted to 90%
Standard Proctor Density.

Embedment shall be cement stabillized sand (1.5 sacks per
cubic vard) compacted to 95% Standard Proctor Density.

Under paving or within 3' of pavement, the initial backfill
and all backfill up to the pavement subgrade shall be cement
stabilized sand (1.5 sacks per cubic ward) compacted to 95%
Standard Proctor Density.

Trench shoring, in accordance with 0SHA, shall be installed
where required.

Soil in the pipe zone shall consist of non-waterbearing,
cohezive soils with a shear strength of 1000 psi or greater.
When web sand exists in the pipe zone, modified bedding shall
be installed.
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